
1
2" EXPANSION JOINT WITH PRE-MOULDED

FILLER. RECESS FILLER 12". PROVIDE JOINTS
AT 30' O.C. MAX. UNLESS OTHERWISE
NOTED. PROVIDE EXPANSION JOINT
WHERE PAVEMENT ABUTS STRUCTURES,
VERTICAL SURFACES, AND AS NOTED.
SEAL ALL EXPANSION JOINTS WITH
APPROVED WATERPROOF SEALANT

TOOLED CONTROL JOINT 14 TIMES THE
DEPTH OF THE SLAB. LAYOUT AS
INDICATED ON PLAN

4"

6"x6", 1.4x1.4 WELDED WIRE MESH
REINFORCING, 2" MINIMUM COVER

SUBGRADE, REFER TO DESIGN
RECOMMENDATIONS AND
EARTHWORK SPECIFICATIONS

8"

COMPACTED DENSE GRADED CRUSHED STONE

NOTE:

1. PROVIDE LIGHT BROOM FINISH PERPENDICULAR TO FLOW OF TRAFFIC

C

BINDER COURSE

SUBGRADE, REFER TO DESIGN
RECOMMENDATIONS AND
EARTHWORK SPECIFICATIONS

SURFACE COURSE

B

COMPACTED RECYCLED
ASPHALT/ DENSE GRADED
CRUSHED STONE

A

WALK
DRIVE

10"
10"

A
2.5"
3"

B
2.0"
2.0"

C

COMPACTED DENSE
GRADED CRUSHED STONE

GEOTEXTILE FABRIC

GRAVEL SURFACE

4"
8"

SUBGRADE, REFER TO DESIGN
RECOMMENDATIONS AND
EARTHWORK SPECIFICATIONS

10" X 6" X 6' REINFORCED
PRECAST CONCRETE WHEEL
STOP. REFER TO DRAWINGS
FOR LOCATIONS

COMPACTED DENSE
GRADED CRUSHED STONE

FINISH GRADE

1/2" REBAR, DRIVEN INTO BITUMINOUS
CONCRETE PAVEMENT.  USE 2 PER
WHEEL STOP, PLACE 6" (MIN) FROM END

SUBGRADE, REFER TO DESIGN
RECOMMENDATIONS AND
EARTHWORK SPECIFICATIONS

6"
1'

-6
"

51
2"

10"

VERTICAL GRANITE CURB,
REFER TO SPECIFICATIONS
FINISH GRADE BITUMINOUS
CONCRETE PAVEMENT,
REFER TO PLANS

CONCRETE ALONG ENTIRE
LENGTH OF CURB ON VERTICAL
REVEAL SIDE OF CURB

SUBGRADE, REFER TO DESIGN
RECOMMENDATIONS AND
EARTHWORK SPECIFICATIONS

6"

1'
-6

"
6"

FINISH GRADE MATERIAL
VARIES, REFER TO PLANS

6" 6" 6"6"

COMPACTED DENSE
GRADED CRUSHED STONE

6"

CONCRETE CRADLE BEHIND
CURB AT JOINTS

6" CURBFINISH GRADE
OF ROADWAY

TRANSITION CURB

FLUSH CURB

VARIES - SEE PLAN

1'
-0

" M
IN

.

1'
-0

"
6"

4"

18'

PAINTED PARKING SPACE STRIPE

4" WIDTH WHITE
SKID RESISTANT
PAINT SYMBOL
IN BLUE SKID
RESISTANT
PAINT FIELD

4'-0"

4'
-0

"

HANDICAP PARKING

PRECAST
CONCRETE
WHEEL STOP,
TYPICAL

4" WIDE STRIPE
LINES, TYPICAL

TYPICAL HANDICAP
PARKING SPACES

PAINTED ICON,
TYP. SEE DETAIL

HANDICAP
SIGN MOUNTED TO
FENCE, REFER
TO PLANS FOR
LOCATION AND TYPE

HANDICAP
SIGN, REFER
TO PLANS FOR
LOCATION
AND TYPE

9'
-0

"
8'

-1
163

64
"

8'
-0

1 64
"

9'
-0

"
5'

-0
"

18'-0"

UNIT PAVERS, BUTT JOINTS HAND
TIGHT, SWEEP WITH JOINT FILLER

NEOPRENE MODIFIED
ASPHALT ADHESIVE TAC
COAT

3/4" ROLLED BITUMINOUS
CONCRETE LEVELLING COURSE

2" BITUMINOUS CONCRETE BASE

8" AGGREGATE BASE COURSE

COMPACTED SUBGRADE

2'-0"
DIA.

3" M
IN

.

2'
-0

"

4'
-0

"

4 - #6 BARS EQUALLY SPACED O.C.

#3 TIES 12" O.C., TYPICAL

REINFORCED CONCRETE BASE

CONDUIT, SEE ELECTRICAL
SPECIFICATIONS

ANCHOR BOLTS AS REQUIRED
BY THE MANUFACTURER

CHAMBERED EDGE / GROUT

CEMENT CONCRETE PAVEMENT

POLE BASE AND COVER

SUBGRADE, REFER TO DESIGN
RECOMMENDATIONS AND
EARTHWORK SPECIFICATIONS

NOTES:

1.  CONTRACTOR SHALL
PROVIDE STAMPED
FOUNDATION DRAWINGS
FOR ALL LIGHTS AND BASES.

4"

6" 6"

NOTES:

1.  CONTRACTOR SHALL PROVIDE STAMPED FOUNDATION
DRAWINGS FOR ALL LIGHTS AND BASES

PLAN

ANCHOR BOLT, TYPICAL.
ANCHOR BOLT SPACING
SHALL BE DETERMINED
BY LIGHTING STANDARD
MANUFACTURER.

CEMENT CONCRETE
PAVEMENT, TYPICAL

CEMENT CONCRETE
PAVEMENT, LIGHT POLES IN
PARKING LOT ISLAND DO
NOT NEED CONCRETE
AROUND CONCRETE BASE
TOOLED SCORE
JOINT, TYPICAL

2'-0"

ROUND TOP

3'-0"

3'
-0

"

4'
-0

"

2'
-0

"
2'

-0
"

6"

1'-0"

4" X 4" GRANITE BOUND
POST, ENGRAVE LETTERS
"CRE" INTO TOP 6" OF POST
REFER TO SPECIFICATIONS

FINISH GRADE VARIES, REFER
TO PLANS

COMPACTED DENSE
GRADED CRUSHED STONE

UNDISTURBED SUBGRADE

C
R
E

NOT TO SCALE

CEMENT CONCRETE PAVEMENT1 NOT TO SCALE

BITUMINOUS CONCRETE PAVEMENT2 NOT TO SCALE

GRAVEL PAVING3 NOT TO SCALE

PRECAST CONCRETE WHEEL STOP4

NOT TO SCALE

VERTICAL GRANITE CURB6NOT TO SCALE

TRANSITION GRANITE CURB5

HANDICAP PARKING LAYOUT AND STRIPING8

NOT TO SCALE

UNIT PAVERS7

NOT TO SCALE

SITE LIGHTING POLE FOUNDATION9NOT TO SCALE
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GRANITE BOUND POST10
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